Table 7-5 (continued)

Flowing and Static Bottom-hole Pressure Data " = 6 209
WDW-165 Injection Interval
Date of Test 4/1/93 3/30/94  3/31/95  3/29/96 | 3/25/97  4/9/98 4/8/99  4/14/00 | 3/23/01 | 3/21/02 | 3/18/03  4/22/04 | 3/24/05 4-12/06 5/14/07 | 4/17/08
Measured Static Pressure (psia) 2,123 | 2733 2,728 2,753 2,736 2,750 2,734 2,719 2,727 2,935 2,132 2,704 2,736 12,736 2,741 2123
Shut In Length (hrs) 13 12 13 11 12 11 12 15 17 14 14 17 14 14 15 20
Gauge Depth' (KB) 6,770 6,770 6,770 6,770 6,770 6,770 6,770 6,770 6,770 6,788 6,770 6,740 |1 6,770 6,770 6,770 6,770
Fill Depth (KB) 7,412 7,425 7,415 7,393 7,387 7,404 7,405 7,395 7,394 7,397 7,401 | 7,399 7,391 6,926 7,190 7,189
Fluid Gradient (psi/ft) 0.448 0.449 0.443 0.449  0.448 0.445 0.452 0.450 0.450 0.452 0.451 0.451 0.450 0.450 0.451 0.451
Static Pressure at Reference Depth (psia) 2,808 2,808 2,812 2,838 2,821 2,835 12,820 | 2,805 2,813 2,813 2,818 2,803 2,822 2,822 12,827 2,809
Injection Rate (gpm) 100 1 100 100 115 150 290 160 190 260 305 241 150 150 |325 360 172
Final Flowing Pressure (psia) 3,246 3,028 3,353 3337 3,381 3,520 3,605 3,358 3,690 3,605 3,703 3,540 3,651 3,651 3,524 3,596
Flowing Pressure at Reference Depth (psia) 3,331 3113 3,437 3,422 3,466 3,605 3,691 3,444 3,776 | 3,683 3,789 3,639 3,737 3,730 13,611 3,682
Skin Factor +24 +44 +43 +56 +25 +22 +39 +62 +66 +49 +50 | 453 +47 | +43 430 +57
Skin Pressure Drop (psi) 425 263 527 | 518 513 577 738 568 862 | 760 831 726 781 764 611 759
Flowing Press. (psia) at Ref. Depth w/Skin Correction @ 2,906 2,850 12910 |2904 2,953 3,028 2,953 2,876 2914 |2923 2,958 2,913 2,956 2,966 3,000 |2,923
Thickness (ft) 467 467 467 467 467 467 467 467 467 467 467 467 467 1467 467 467
Viscosity (cP) 0.63 0.63 0.47 0.47 0.47 0.47 0.47 0.47 0.47 0.47 0.47 0.47 0.47 0.47 0.47 10.47
T'ransmissibility (mD-ft/cP) 27,872 | 81,294 139214 60,174 | 36,085 | 53938 41,500 | 101,032 | 97.131 96,790 | 69,628 | 53,457 44,208 188,890 185580 [62,229 |
Permeability (mD) 38 110 40 61 36 54 42 102 ' 98 97 70 54 44 190 86 63 '
Notes: 1 Gauge depth is usually above perforations at 6,802-7,489 feet KB

2 Reference depth is 6,960 feet KB, at approximate top of Injection Interval; original static BHP at this depth was 2,881 psi
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